
Specifi cations 

Built to stand up to severe vibration 
found in mobile applications. 
Able to withstand extreme 
temperatures. 
Compact Size (1 DIN), fi ts almost 
anywere.
Operating simplifi ed by front-end 
Loading.
Superior print quality, variable 
sizes supproted.
Serial interface optional Bluetooth. 
12 to 35 VDC 
Print Speed: 50 mm/s

Application Areas
Field Service 
Pick-up & Delivery
Courier Services 
Transportation
Law enforcement 
Waste Management 
Rack Jobbing
Invoicing 

The MtP112 printer is specifi cally designed for mobile applications. The 
unit operates even in extreme low and high temperature conditions.

Due the compact size (1 DIN) MtP112 thermal printer can be mounted 
in any vehicle (truck or car) or small work area, providing superior print 
quality almost anywhere.

The printer can be used as a status message printer for mobile commu-
nications systems or while in graphic mode MtP112 can print information 
and barcodes. Printer can be connected to various handheld terminals, 
PDA`s, onboard computer terminals or laptops.

The MtP112 uses direct thermal printing technology providing variable 
character sizes, 40 or 80 characters per line as well as full graphic prin-
tout.

The printer is user friendly and simple to use due to easy paper loading 
mechanism. MtP112 uses Seiko Instruments mechanisms which are very 
well know for outstanding quality. 

The printer requires power supply ranging from 12 to 35 VDC and sup-
ports serial (RS232) interface. Bluetooth interfaces are optional. 
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Specification Sheet

General Specifi cations
Dimensions:  180 (W) x 50 (H) x 165 (D)
Weight:  3.75lbs. (1.7kg)
Printing Type:  Line Thermal 
Interface:  Serial (based on RS232C)

Paper
Width:   104mm
Roll Diameter:  42mm
Paper Lenght:  approx. 20meters

Thermal Head
Numbers of Dots: 832 dots/line
Dot Pitch:  0.125mm
Charactersets:  ASCII 96 characters

Power Requirements
A) Character mode: DC 13V 1.8A (avg.)    
   4.5A (max.)
B) Graphic mode: DC 13V 3.2A (avg.)
   4.6A (max.)
C) Stand-by:  DC 12V 0.15A

Print Speed
Operating Conditions:
   (A) Line = 20 characters

   Temp. - 25°C approx. 0.37   
   sec./char. line. 
   Voltage - DC 13V
   (B) Line = 40 characters

   approx. 0.45 sec./char. line
   (C) Line = 80 characters
   approx. 0.49 sec./char. line

Paper Feed Pitch: 0.130mm
Character Sets: ASCII 96 characters
Printer Buffer Size: 32k Bytes
Dot Confi guration
of Characters:  16 x 16 dots  (Normal Mode)
   16 x   4 dots  (Space)

Environmental Limitations

Temperature
Operating conditions: -20_C....+ 50_C 10-90% RH
Non operating 
conditions:  -30_C ...+ 70_C 10-90% RH

Vibration test
Operation:   20-200Hz. (3.0G)

Shock
Operation:   100m/S_ 11m sec 1/2 Sinewave
   300m/S_ 6m sec 1/2 Sinewave
Non-Operation: 400m/S_ 6m sec 1/2 Sinewave

Voltage Variations
Operating Voltage:  12-35 Volts

Certifi cations
EMC certifi ed

Interfaces
• Serial
• Optional Wireless interfaces: Bluetooth

Warranty
2 years
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